Work Order Tracking (Tr) Page 1 of 1

Work Qrder Tracking (Tr)

Find Work Order T e ~  Select Action - nl o

List i Work Order Plans Actuals Activities Measurements Axle Configuration Related Records Safety Plan Log

Work Order: 1670983 ‘METRO MOW ANNUAL SWITCH INSPECTION i1
Classification: MTAA\METRO A
Classification Description: MTA - METRO
Asset: 1243422 Z METRO MOW SWITCH 1358 WABASH YD TRK 2 WEST 1 .}
Alias: WAB1358B
Location: CMWABYARL .z Chain Marker Wabash Yard Q4
Work Location: 2 (4
%Work Type: PM vy
Status: APPR
Status Date; 10/15/14 05:57:18 AM
Reported By: MTACRON
Phone:
Reported Date: 10/13/14 03:02:45 AM  [°%
On Behalf Of:

Consist: s Pl

Asset Detalls

Year:

g

Manufacturer:
Model: e
Serial #
Type: FLEET .1 Fleet Assets

Status: OPERATING Operaling

Asset Condition:
Address Information

Service Address: Py vl City:
Formatted Address: State/Province:

Street Address: 5@“3

http://mtassets/maximo/ui/?event=loadapp&value=plustwo&uisessionid=734&csrftoke...  10/15/2014



Switch Inspection Report/ Annual

Mainline Yard [N WO# 1670983

Date: -/ /4

1 Location
2 Switch 1.D. #
3 Facing

Rail Points

4 Point to Point . ol
5 Point Condition

(5’Y R

6 Point Throw, nothing less than 4 3/4 inches

N__ SR R

7 Point Opening
N__XA78 R

8 Fit

(SX R

Sg:;eral Condition of the Points
S

R
Gage
10 Heel of Switch,
a) Main g

a) Turnout_s7e77& .

11 Gage ahead of Bend ,/_)_-é %/
Must not be less than 56 inches or
more than 57 inches for "8"

12 Heel Spread in Inches
a) Turnout %L—Z%
a) Main

Stock Rail
13 Bend
Y R

14_Condition
( éY R

Bolts
15 Loose & NIA
16 Missing__ () _NIA

Rivets (Huck Bolts)
17 Loose___ D N/A

19 Cotter Pins missing__¢2 N/A
20 Jam Nuts Loose O N/A

21 Washers @ Broken Missing

Remarks on Page 3
JBW/WEM Mod. 09-15-08

Page 1 of 3

Inspection Crew < 7@48?/:(0/7, /(/(a /ro/:, Gfeﬁrza/oa v

22 Standard Joints
(DY R NA
23 Switch Plates
Y R N/A
24 Adjustable Braces
Y R N/A
on-Adjustable Braces
SYR
Switch Rods
26 Front Rod
Y R NA
27 #1 Rod (Basket Rod)
S Y R NA
28 #2 Rod
Y R N/A
29#3 Rod ..
S Y RANA
30 #4 Rod
SYR
31 Closure Rail
Y R N/A
32 Surface of Switch
¢§ Y R NA
Using a 62' cord
S= Up to 1" Max allowed Speed
Y=1"to 1 1/2" 40 MPH
R=11/2" to 1 3/4" 12 MPH
Greater than 1 3/4" = Out of Service
33 Head Block ties
(Y R
34 Switch Adjustments
Yes @
35 Lubrication
Dry
36 Switch Target / Lamps
OK Missing___ ¢ N/A)
37 Latches
Broken___Missing___
38 Locks

——¢OKBroken——Missing——————

39 General Condition
&Y R
40 Insulated Joints
Y R



|
|

Frog Inspection Report/ Annual

Mainline vard [CEONERE
Inspection Crew: J;?%/;@/f, /f/f/{a/;/, g/’ego é,bo(?/

Date: -~

WO # 1670983

41 Location
42 Switch 1.D. # ___ MI85BE
43 Facing Trailing
44 Frog Tread N C§>Y R
R (SYR
45 Frog #
46 Frog Point Condition
Y R
47 Condition of Frog
é Y R _
48 Suyrface of Frog
YR

49 Throat in Inches m’ifé
50 Flangeway Depth____ 7
Flangeway Depth must not be less than 1 1/2"

Gage
‘ /
Main Track ,/[o //
52 Turnout Track___ 570 /X
Gage must not be less than 56" any Class

Guard Rails
53 Guard Rail Gage N /U/ /
Guard Rail Gage nust be ess than 5/318"
54 BacktoBack N
Back to Back must be Iess than 53 1/8"
54 Condition
Y R
55 Location of Guard Rail (Relation to Point)
—SFR—
Guard Rail Clamps
56 Main Track
~SY R
57 Turnout Track

(Y R

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service

Class 3 Gage 56" to 57"

More than 57" to-57-1/4"-downgrade to—
"lass 2andgetsa Y

Remarks on page 3

Turnout Ties
58 Condition
(DY R
59 Rail Movement
(DY R
Tie Plates
60 Lead
Y R
61Gurad Rail Flangewa
SYR N /‘/84 yR ’%9
Guard Rail Flangeway can be less than 1-1/2"
62 Guard Rail Plates

—— SYR—
63 Frog Plates

GX R
Bolts
64 Loose O N/A
65 Missing /&) N/A
Rivets (Huck)
66 Loose & N/A
67 Missing o N/A
68 Nuts Missing &2 NIA

69 Cotter Pins Missing
70 Washers (JK Broken Missing

71 Hold Down Devices

Y R NA

72 Spring Housing
SYR

73 Derails

s Y RNA

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to
50' beyond last long tie

(0K Difference

75 Condition of Line thru entire turnout

OY R = YO

Page 2 of 3



Page 3 of 3
Remarks

Date : /4-///% Mainline / Yard : [N Switch # [ 435B | wo# 1670983

Lo 27

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks
S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service Reviewed




Work Order Tracking (Tr)

Work Order Tracking (Tr)

Page 1 of 1

g@ BRLAAL50Y - Biatus changels) completed succeasiull

Find Work Order e v Select Action v ‘é:
List r“;\lmowrk Order : Plans Actuals Activities Measurements Axle Configuration
Work Order: 1677695 METRO MOW ANNUAL SWITCH INSPECTION
Classification: MTAAMETRO P
Classification Description: MTA - METRO
Asset: 1243423 27 METRO MOW SWITCH 141 WABASH YD TRK 5 WEST
Alias: WAB141
Location: CMWABYARC x> Chain Marker Wabash Yard
Work Location: x>
2 Work Type: PM )
Status: APPR

Status Date:
Reported By:
Phone:

Reported Date:

On Behalf Of:
Cansist:
Asset Details
Year:
Manufacturer:
Model:
Serial #:
Type: FLEET

Status: OPERATING

Asset Condition:

Address Information

Service Address:
Formatted Address:

Streef Address:

httn://mtassets/maximo/ui/?event=loadann&value=nlustwo&uisessionid=1402&csrfiok...

10/22/14 05:30:10 AM
MTACRON Rig
(=4

10/20114 03:02:48 AM  [=7,

i

X

‘ ::’.' Fleet Assets

Operating

g }

Related Records

o

FE LR

Safety Plan Log

City:

State/Province:

10/22/2014



Switch Inspection Report/ Annual

Mainline Yard NGRS WO# 1677695

Date: J0~,23-/%  Inspection Crew g/’€€/}Mga/, %’/gggﬁ/ﬁ /Vca/(é P

1 Location
2 Switch 1.D. # S A

141
3 Facing Trailing
Rail Points

4 Point to Point cj’?“%

5 Point Condition
Y R
6 Point Throw, nothing less than 4 3/4 inches

N / R
7 Point Openi
N %’%}g R

8 Fit
GYR

9 @G)eneral Condition of the Points
Y R

Gage
10 Heel of Sw:tch
a) Main dz

a) Turnout

11 Gage ahead of Bend 2(2/
Must not be less than 56 inches or
more than 57 inches for "S"

12 Heel Spread in Inches

a) Turnout Z S= Up to 1" Max allowed Speed
a) Main =4 Y=1"to 1 1/2" 40 MPH
R=11/2" to 1 3/4" 12 MPH
Stock Rail Greater than 1 3/4" = Out of Service
13 Bend 33 Head Block ties
Y R /®YR
Condition 34 Switc%tments
Y R Yes
35 Lubrication
Bolts C\;g) Dry
15 Loose___ & NIA 36 Switch Target / Lamps
16 Missing___ (D N/A OK Missing
37 Laiches
Rivets {Huck Bolts) Broken___ Missing___
17 Loose 2 _N/IA 38 Locks
18 Missing___ (D N/A Broken___Missing

19 Cotter Pins missing 2 NA
20 Jam Nuts Loose V24 N/A
21 Washers@ Broken Missing

Page 1 of 3

Remarks on Page 3
JBW/WEM Mod. 09-15-08

22 Standard Joints
R N/A
23 Switch Plates
Y R N/A
24 Adjustable Braces
Y R N/A

25 Non-Adju Braces
SY

Switch Rods

26 Front Rod
(DY R NA
27 #1 Rod (Basket Rod)
Y R N/A
28 #2 Rod
Y R N/A
29 #3 Rod
S Y RANAD
30 #4 Rod
s v RAUAD
1 Closure Rail
Y R N/A
32 Surface of Switch
R N/A
Using a 62' cord

39 General Condition
Y R
40 Insulated Joints
éDY R



Frog Inspection Report/ Annual

Mainline Yard

WO # 1677695

Date: /A'/j »/ 7/ Inspection Crew: g&gc@ﬁ&i{:&* C// /Qﬁ 223 }’;f f'{:" £ /{f‘ Pkt d

41 Location

42 Switch I.D. #____
43Facing_ Tralling
44 Frog Tread N N Cé.] Y R

Y R

45 Frog # [Q é)
48 _Frog Point Condition

Y R
47 Gendition of Frog

Y R
48 Surface of Frog

YR

/,
49 Throat in Inches X, / /
50 Flangeway Depth P
Flangeway Depth must not be less than 1 1/2"

Gage

31 Main Track Al

62 Turnout Track SLIF

Gage must not be less than 56" any Class

Guard Rails

53 Guard Rail Gage N__ 5.3/ R L{@?//
Guard Rail Gage nust be less than 54

54 Backto Back N /é; R_ 7%
Back to Back must be less than 53 1/8"

54 Condition

Y R
55 kecation of Guard Rail (Relation to Point)

Guard Rail Clamps
5(}Main Track

é?" Turnout Track
@9 Y R

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

. ,Class 2andgetsayY

kemarks on page 3

Turnout Ties
58 Condition
R

59 Rail Movement

YR
Tie Plates
601 ead

Y R
61Gurad Rail Flan eway

SYR N 46 R //4

Guard Rail Flangeway can be less than 1-1/2"
62 Guard Rail Plates

SY-R
63 Frog Plates
OV R
Bolts
64 Loose o N/A
65 Missing < NIA
Rivets (Huck)
66 Loose - N/A
67 Missing [ N/A
68 Nuts Missing >, N/A

69 Cotter Ping Missing CNIA D

70 Washer: Broken____ Missing

71 Hold Down Devices
Y R N/A

72 Spring Hoysin
SY R@A/%
73 Derails

S Y RNA

74 Maximum difference in any 31" in Cross
Level on the siding from the Frog Point to
80-beyond last long tie
‘0 Difference

7§ondition of Line thru entire turnout
YR

Page 2 of 3



Page 3 of 3
Remarks

Date :/g+7Z3-/4Mainline / Yard Switch WO # 1677695

g s
Ao AT

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks
S Allitems inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service




Work Order Tracking (Tt)

Work Order Tracking {Tr)

Find Work Order v

List rwm Order |

H

Plans

Work Order:
Classification:
Classification Description:
Asset:

Alias:
Location:

Work Location:
% Work Type:
Status:

Status Date:
Reported By:
Phone:

Reported Date:

On Behalf Of,
Consist:
Asset Detalls
Year:
Manufacturer;
Model:
Serial #
Type: FLEET

Status: OPERATING

Asset Condition:

Address Information

Service Address:
Formatted Address:;

Street Address:

http://mtassets/maximo/ui/?event=loadapp&value=plustwo&uisessionid=1402&csrftok...

" Select Action

pxg

-
=3

Page 1 of 1

l@ BMXAA4591] - Status change(s) completed successfulf

- o

Actuals Activities Measurements Axle Configuration Related Records
1677691 [METRO MOW ANNUAL SWITCH INSPECTION ______ i'}
MTA \METRO 2
MTA - METRO
1243424 2 METRO MOW SWITCH 143 WABASH YD TRK 6 WEST .}
WAB143
CMWABYARC 5> Chain Marker Wabash Yard 4

XF o)
PM el
APPR
10/22/14 05:29:33 AM
MTACRON z
10/20/14 03:02:46 AM [,
27
% i
P b
.
“_%, Fleet Assets
Operating

s
Sz

@ o o X
L L -

Safety Plan Log

City:

State/Province:

10/22/2014



Switch Inspection Report/ Annual

Mainline Yard

WO# 1677691

Date: - 25/ Inspection Crew 4 rewes oo g/ Hesnit, et

1 Location
2 Switch I.D. #
3 Facing Trailing

Rail Points

e — }

4 Pointto Point 52X /f/
5 Point Condition

Y R
& Point Throw, nothing less than 4 3/4 inches
N___4/¥ R
7 Point Openipg
N R
8 Fit
SYR

9 General Condition of the Points
OYR

Gage

10 Heel of Switch

o T out é@fé“

a) Tumn
11 Gage ahead of Bend_, gé &
Must not be less than 56 inches or

more than 57 inches for "S"

12 Heel Spread in Inghes
a) Turnout 4
a) Main Ve

Stock Rail
13, Bend

1@ Y R
4 Condition
SY R

Bolts N

15 Loose, O N/A
16 Missing N/A
Rivets (Huck Bolts)

17 Loose N/A
18 Missing N/A

19 Cotter Pins missing o N/A
20 Jam Nuts Loose__ O N/A

21 Washers@ Broken Missing

Remarks on Page 3
JBW/WEM Mod. 09-15-08

22 Standard Joints
Y R N/A

23 Switch Plates
Y R NA

24 Adjustable Braces
Y R N/A

25 Non-Adjustable Braces
SY R(ELAQD

Switch Rods

26 Front Rod
Y R NA
27 #1 Rod (Basket Rod)
Y R N/A
28 #2 Rod
(Y R NA
29#3Rod

S Y RATAD

31 Closure Rail
Y R N/A
32 Surface of Switch
Y R NA
Using a 62' cord
S$= Up to 1" Max allowed Speed
Y=1"to 1 1/2" 40 MPH
R=11/2" to 1 3/4" 12 MPH
Greater than 1 3/4" = Out of Service
33 Head Block ties
Y R

34 Switch Adjustments
Ye@

35 Lubrication
Dry
36 Switch Target / Lamps -
OK Missing
37 Latches
<BR Broken__ Missing___
38 Locks
roken__ Missing___
39 General Condition
&Y R
40 Insulated Joints
Y R

Page 10of 3



Frog Inspection Report/ Annual

Mainline Yard

WO # 1677691

vate: /)~ 314 nspection Crew: (5 cmpipn ol Mamire , Lo Leow

41 Location

42 Switch 1.D.#___ .

43 Facing railing

44 Frog Tread N R
EY R

45Frog#__ [

48 Frog Point Condition

Y R

47 Londition of Frog
YR

48 ace of Frog
R

7
49 Throat in Inches ool / /

50 Flangeway Depth i
Flangeway Depth must not be less than 1 1/2"

Gage P
¢l Main Track ;‘% /{:s’
“up2 Turnout Track, L ,5/&?"
Gage must not be less than 56" any Class

Guard Rails

53 Guard Rail Gage Nﬁ%ﬁ R jif/ﬁ
Guard Rail Gage nust be less than 54 3/8"

54 BacktoBack N /0/9 R_ "9
Back to Back must be less than 53 1/8"

54 Condition
YR
Location of Guard Rail (Relation to Point)

—S XY R
Guard Rail Clamps
56 Main Track

SR
57 Turnout Track

—S-R

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

Class 2andgetsay

““Remarks on page 3

Turnout Ties

58 Condition
DY R

59 Rail Movement
VY R

Tie Plates

60 Lead
YR

Gurad Rail Flan way /
SYR N AZ s

Guard Rail Flangeway can be less than 1-1/2"
62 Guard Rail Plates

i

63 Frog Plates

(PYR

Bolts
64 Loose N/A
65 Missing &l N/A

Rivets (Huck) »
66 Loose &2 NIA

67 Missing & NIA
68 Nuts Missing O NIA
89 Cotter Pins Missing

70 Washe A}Broken

Missing

71 Hold Down Devices
Y R N/A
72 Spring Housi
S Y R

73 Derails _—
SV R

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to
50’ beyond last long tie

Difference

7gndition of Line thru entire turnout
Y R

Page 2 of 3



Page 3of 3
Remarks
Switch #

Date : /744-/#Mainline / Yard :

WO # 1677691

Mo brbn7z

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks
S Allitems inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service




Work Order Tracking (Tr)

Work Order Tracking {Tr)

Find Work Order vl

List Work Order § Plans

Work Order:
Classification:
Classification Description:
Asset:

Alias:

Location:
Work Location:
# Work Type:
Status:

Status Date:
Reported By:
Phone:
Repbrted Date:
On Behaif Of:

Consist:

Asset Details

Year:
Manufacturer:
Model:

Serial #

Type: FLEET

Status: OPERATING

Asset Condition:

Address Information

Service Address:
Formatted Address;

Street Address;

Actuals

Page 1 of 1

Sy

@

Log

"= Select Action -

R0

Related Records

£ @

Activities Measurements Axle Configuration Safety Plan

1671011 METRO MOW ANNUAL SWITCH INSPECTION

MTA\METRO

MTA - METRO

1243420 2> METRO MOWSWITCH 133B WABASH YD TRK 2 WEST t}

WAB1338

CMWABYARL 3> Chain Marker Wabash Yard
b4

PM iy

APPR
10/15/14 08:00:48 AM
MTACRON

o)

10/13/14 03:03:04 AM

B

24 Fleet Assets

Operating

City:

State/Province:

http://mtassets/maximo/ui/?event=loadapp&value=plustwo&uisessionid=734&csrftoke...

10/15/2014



Switch Inspection Report/ Annual Page 1 of 3

Mainline Yard [N WO# 1671011
Date: _)-/5~/# __ Inspection Crew e #?f’:(o/? . /%’/J‘aw il et cdleo o

1 Location W
2 Switch I.D. # k) = e
3 Facing Trailing

Rail Points
4 Point to Point ,//ﬁ
5 Point Condition

6 Pomt T ;)y nothmg less than 4 3/4 inches

7 Pomt Opening
N B R
8 Fit
AYR
9 General Condition of the Points
Y R
age
10 Heel of Switch
a) Main_ £ 7¢
a) Turnout f(o/é/

11 Gage ahead of Bend ,éé /;:é

Must not be less than 56 inches or
more than 57 inches for "S"
12 Heel Spread in Inches

a) Turnout ,/é?
a) Main_ Z

Stock Rail
13 Bend
@Y R
14 Condition
&Y R
Bolts
15 Loose. & N/A
16 Missing a N/A
Rivets (Huck Bolts)
17 Loose___ 2  N/A

s NA

22 Standard Joints
(S)Y R NIA
23 Switch Plates
Y R N/A
24 Adjustable Braces
(DY R NA
25 Non-Adjustable Braces
S Y R@®A)

Switch Rods

26 Front Rod
Y R N/A

27 #1 Rod (Basket Rod)

(Y R NA
28#2 Rod

é Y R N/A
29 #3 Rod

s Y RAIA)

30 #4 Rod

n
31 Closure Ralil

SY R N/A
32 Surface of Switch
CEY R NA
Using a 62' cord
S= Up to 1" Max allowed Speed
Y=1"to 1 1/2" 40 MPH
R=11/2" to 1 3/4" 12 MPH
Greater than 1 3/4" = Out of Service
33 Head Block ties
(Y R
34 Switch Adjustments
Yes@
35 Lubrication
Dry
36 Switch Target / Lamps
OK Missing
37 Latches
Broken___Missing____
38 Locks

—48-Missing————NA

19 Cotter Pins missing__ (") N/A
20 Jam Nuts L?ffe D) N/A

21 Washers Broken Missing

Remarks on Page 3
JBW/WEM Mod. 09-15-08

¢OR—Broken——Missing——
39 General Condition
Y R
40 Insulated Joints
YR



Frog Inspection Report/ Annual

Mainline vard SRR
Inspection Crew: _J o )% r fg/y/ ,,,(/féo({ g 4&&7 L) C/

vate: /P

Page 2 of 3

WO # 1671011

41 Location
42 Switch I.D. # ___ '
43 Facing Tralllng

44 Frog Tread N YR

R YR
45 Frog # (Q

46 Frog Point Condition
YR
47 Condition of Frog
(DY R

4@&3 of Frog
R

49 Throat in Inches o—?Z?
50 Flangeway Depth =<
Flangeway Depth must not be less than 1 1/2"

Gage
| Main Track cf«’/[a‘}é
02 Turnout Track___57o4=
Gage must not be less than 56" any Class

Guard Rails
53 Guard Rail Gage N /U/ R
Guard Rail Gage nust be ess than /5(y8“
54 BacktoBack N
Back to Back must be Iess than 531/8"
54 Condition
SR
55 Location of Guard Rail (Relation to Point)
—SR—
Guard Rail Clamps
56 Main Track
SR
57 Turnout Track
®YR

Class 1 Gage 56" to 57 1/2"
More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

Turnout Ties
58 Condition
Y R
59 Rail Movement
YR
e Plates
60 Lead
YR
61Gurad Rail Flangeway
SYR NAG R %%
Guard Rail Flangeway can be less than 1-1/2"
62 Guard Rail Plates

—S¥R—

63 Frog Plates
R

Bolts
64 Loose S NA
65 Missing S NA
Rivets (Huck)
66 Loose o N/A
67 Missing o N/A
68 Nuts Missing i N/A
69 Cotter Pins Missing

70 Washers OK) Broken Missing

71 Hold Down Devices
&Y R N/A
72 Spring Housing
SYR
73 Derails
S Y R(N/A

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to
50' beyond last long tie

Difference

75 Condition of Line thru entire turnout
AV p

——Mere-than-§7"-te-57-1/4"-downgrade toe
Class2andgetsaY

Remarks on page 3

k:/‘ LY



Page 3 of 3
Remarks

Date : //-//-/# Mainline / Yard : | NEIERN Switch # [ 4338 wo# 1671011

Tl Zreess

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks
S Allitems inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service




